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OXYGEN /NITROGEN ANALYSER FOR INERT GASES

Precision analysis for fare results

 Micro controller based intelligent unit.

« Built in electrochemical oxygen senser.

« Option for both N, and O, display (one at a time)

- Data logger to connect to pendrive facility.

* Resolution - 0.001

* Pressure set up to 0-1 kg/cm2

» Power supply : 230V AC 50Hz

- Table top enclosure [ panel mounting model.

« Electronic module & printer can be attached for data printing.

LOW GAS ALARM PANEL - HMI

Never be out of gas

The PCI Low Gas Alarm Panel - HMI is a advanced electronic device
designed as a concentrator of the gas alarm networks. Provision for
connecting 8 pressure sensors the device ensures comprehensive
monitoring and control. Configuration is made easy with the
integrated touch HMI, allowing you to modify each input's
parameter’s including names and alarms signals for individual
cylinders.

The device offers realtime monitoring of the cylinder bank status, with
digital bar display of the pressure in the cylinders. It comes with
internal alarm indicating buzzer and also has provision for external
24V buzzer.

The device has provision for alarm log indication and the data can be exported to a USB storage as csv file
for backup / monitoring.

ELECTRONIC AUTO GAS CHANGEOVER

Zero downtime - total control

Low pressure fully electrical gas manifold system (Auto Gas g
Change Over) for Cylinder v/s Generator for each gas which
has features such as:

- Analog Controller

- Indication with alarm while changing from line one to line two
(i.e. from1cylinder to other)

- Manual change over key provision in case of emergency

- By default mode (Line-2) gets selected automatically if
any problemin Line1

- Pressure gauge S$.5 (Machined shield) for inlet.




PYROLYZER FOR INERT GASE PURIFICATION

From heat to clarity - Redefining Pyrolysis
Pyrolyzer - (Pyro = Fire, Lysis = Breakdown)
« Pyrolyzer is Hydrocarbon removal instrument in which heating

is done at the high temperature above 150 °C in absence
of Oxygen rich atmosphere for reducing impurity.

« Pyrolyzer is essential for Quantitative analysis of nitrosamine
impurities by LCMS because such samples are sensitive to

Hydrocarbon content.

WALL MOUNTING GENERATOR FOR LCMS-MS

Engineered for LCMS excellence
Features & Benefits

« Compact Design

- Cost effective & Economical / Equally compared able to imported generators.

« External air dryer and Oil free Air compressor to be provided by

customer.

« Gas on demand, no health hazards, no need to worry about running

out of gas.

- Suitable for all Climatic conditions.

- Fast service [ Spares readily available.
« Customised gas generators also available on request.

Technical Specifications Model : NAG - LCS (4 LCMS)

Maximum Flow Rate
(For LCMS/MS Inst.)

Qil free Air Compressor
Nitrogen Outlet Purity
Particulates

Phthalates

Suspended Liquids
Power Consumption
Gas Outlet Connection
Electrical Requirements
Power Consumption
Suitable for all models
Dimensions

Weight (Kg)

Gas Outlet Port

1) N2 (Curtain Gas) 48 LPM @100 psig

2) Exhaust Gas 72 LPM @ 100 psig

3) Source Gas (Dry Air) 72 LPM @ 60 psig

4) N2 32LPM for Agilent, Thermo & Water model.

External

95% - 99.9%
(Depends on flow)
<0.01um

None

None

1/4" OD

NA

NA

AB Sciex

1000H X 400W X 400D
25

6 mm OD

LPYROLYZER |

Model:
NAGLCS- 4
(Wall mounted
Generator for
4 LCMS)




HPLC LIQUID FLOW METER - HMI

Flow data at your fingertips

« Desktop Architecture or in LAN network for your Labs.

« Provision for use within a SINGLE Location in a company.

« Each Lab can have one or two flow meters for HPLC Calibration
process.

« User has a Login ID with Password protection.

« The HMI captures the readings on-line, displayed on LFM and
transmitted through its RS 232 Serial COM port.

« HMI provides Date and time wise Report for all points of Calibration
readings captured.

» The Report displays various flows, Actual flow rates, Mean value.
There is date time stamp in the Header. Foooter can have Analyst
and Reviewer remarks.

* There is SET mode for programming company details like
Company Name, Location, serial number, unit of measurement.
The RUN mode is for normal operation.

» Operating License is provided for particular Serial number of the
flow meter. MODEL : LFM 02H

« The Unit can process Data as it is HMI with Mini PLC.

* The A4 size Formatted Report of readings can be printed on LAN
printer if required.

SPECAC LABORATORY PRESS

Pressing forward with Precision

We offer Specac’s product range, including accessories for FTIR spectroscopy, hydraulic presses,

pellet dies, polymer film making, and other spectroscopy sample preparation tools, and process flow cells
for industrial chemical process spectroscopy.

LFM-02H

HPLC Liquib FLow METER-HA1

Mini-Pellet Press Manual Press Power Press Autotouch Apex 400
(Lightweight,portable pellet press (“Workhorse “ lab press) (Simple powered press with digital controls) (P e OO e R D RO (Dedicated XRF sample press)
for Kbr pellets) touchscreen control)
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